
+ 7 0

+ 1 2 0

+ 7 5

+ 8 0

+ 8 5

+ 9 0

+ 9 5

+ 1 0 0

+ 1 0 5

+ 1 1 0

+ 1 1 5

d
B
 

S
P
L

4 0 2 0 k5 0 1 0 0 2 0 0 5 0 0 1 k 2 k 5 k 1 0 k
H z

320K/C-16A

-180

+ 180

-160

-140

-120

-100

-80

-60

-40

-20

+ 0

+ 20

+ 40

+ 60

+ 80

+ 100

+ 120

+ 140

+ 160

d
e
g

0

300

20

40

60

80

100

120

140

160

180

200

220

240

260

280

O
H
M

20 20k50 100 200 500 1k 2k 5k 10k

Hz

16/02/2001

Fs: 82

Re: 12,02

Zmax: 285,58

Qms: 13,96

Qes: 0,61

Qts: 0,59

Vas: 51,58

Mms: 28,3

Le: 2,23

Cms: 134,91

Bl: 16,84

SPLref: 99,76

Xmax: 2,00

Eta0: 4,40

(*)Power Handling: 120

v.coil diameter: 38,00

winding depth: 9,50

winding material: copper

Hz

mH

Liters

Grams

Ohms

Ohms

µ m/Newton

Tesla/m

dB

W R.M.S.

%

mm

mm

mm

Model :

Sd: 522 cm2

(*) A.E.S. Standard




