
H1-7050 ‘NoBell’
Horn

Mechanical Specifications
Horn type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Exponential
Radiation pattern . . . . . . . . . . . . . . . . . . . . . . . . . 70º x 50º
Cut-off frequency . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.5kHz
Horn material . . . . . . . . . . . . . . . . . . . . . . . Cast aluminium

Physical Attributes
Height. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180mm/7in
Width . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180mm/7in
Depth . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90mm/3.5in
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.7kg/1.5lb

Mounting Information
Universal throat exit diameter . . . . . . . . . . . . . 25.4mm/1in
Baffle cut-out . . . . . . . . . . . . . . . . . 155mm/6.1in diameter
Mounting detail (M6 holes on PCD) . 2 holes on 76mm/2.9in

Packed Dimensions and Weight
Multi pack (24) size W x D x H . 390mm x 390mm x 560mm
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . /15.3in x 15.3in x 22in
Multi pack (24) weight . . . . . . . . . . . . . . . . . . . 18kg/39.6lb

The H1-7050 ‘NoBell’ horn flare contains embedded elastomer side panels to make it acoustically inert.
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